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Our team, your partner

At Cibum, we know the power of size. Of focus. Of dedication, specialization, and of ex-
perience. Some say size doesn’t matter, but we beg to differ. We believe smaller is bet-
ter. We are a tight-knit team of engineers, chemists, and product developers with over
three decades of industry experience and a singular focus: to provide our partners with
the highest quality food-grade lubricants.

Meeting Industry Standards Today

Regulations can be complex, especially when those regulations concern food production.
While the FDA has a well-earned reputation for being strict and detail-oriented regulators
in the pharmaceutical industry, their control of food manufacturing is, in some respects,
less restrictive. EU regulations are both more stringent and dynamic.

At Cibum, we manufacture all our products in ISO 21469 certified factories in accord-
ance with EU- and FDA/USDA regulations. Our Green product line is H1 and 3H certified
by NSF (US National Sanitation Foundation) following FDA 21 CFR. Further, they adhere
to the EU recommendation, of 16 January 2017 EU 2017/84 on limitations on MOSH and
MOAH in food and are both Halal and Kosher certified.

Innovating for tomorrow

The EU publishes new recommendations at irregular intervals. Rarely are they formalized
into law. Nonetheless, these recommendations are usually adopted by industry across
the EU. Such unforeseen guidelines and the changes required to your processes can
lead to unexpected downtime and, ultimately, less revenue.

At Cibum, we are experts at navigating the existing, as well as the emerging EU initia-
tives. Our extensive experience and familiarity with current and pending EU guidelines
allow our product team to be ahead of the curve in developing new, innovative lubricants
that meet the latest recommendations and save both time and money for our partners.

Working Together

A well set up facility with machines optimized to use lubricants efficiently is more than a
good business sense. It is good people sense. Expertly tuned machines translate into
cleaner, safer products for your customers and higher profits for your company.

In addition to our quality line of non-mineral based lubricants, we offer support on multi-
ple levels: From technical walkthroughs, HACCP examinations, and consulting on pro-
duction facilities to training of staff. We can even handle all your documentation. Our aim
is simple: to provide better solutions and ongoing support 100% customized to your
needs.
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CIBUM HYD-FLUID ISO 15 - 68

CIBUM HYD-FLUID-series are hydraulic oils based on food-grade special fluids enhanced with high performance
HV additives and improved viscosity index.

Especially suitable for hydraulic systems in food- and pharmaceutical processing industries. Also, could be used for
lubrication of conveyor chains at ambient temperature

It could be applied by using immersion, immersion circulation or injection. Also possible be applied by brush or
drip feed lubrication for chains applications.

PRODUCT ISO GRADE | VISCOSITY @40°C (cSt) | VISCOSITY @100°C (cSt) | POUR POINT FLASH POINT REC. WORKING TEMP.

HYD-FLUID ISO 15 15 15 4 -15°C >175°C -15°C-+120°C

HYD-FLUID ISO 22 22 22 5 -15°C >185°C -15°C-+120°C

HYD-FLUID ISO 32 32 32 -15°C >190°C -15°C-+120°C

HYD-FLUID ISO 46 46 46 -10°C >190°C -10°C-+120°C

HYD-FLUID ISO 68 68 68 -10°C >190°C -10°C-+120°C

CIBUM GEAR FLUID ISO 150-460

CIBUM GEAR-FLUID-series are semi-synthetic gear oils with high performance additives.

Especially suitable for loaded gear applications in food and pharmaceutical processing industries. Also, could be
used for lubrication of conveyor chains at ambient temperature.

It could be applied by using immersion, immersion circulation or injection. Also possible be applied by brush or
drip feed lubrication for chains applications.

PRODUCT ISO GRADE | VISCOSITY @40°C (cSt) | VISCOSITY @100°C (cSt) | POUR POINT FLASH POINT REC. WORKING TEMP.

GEAR-FLUID ISO 150 150 150 20 -18°C >220°C -15°C- +120°C

GEAR-FLUID ISO 220 220 220 22 -22°C >220°C -15°C- +120°C

GEAR-FLUID ISO 320 320 320 40 -25°C >220°C -15°C- +120°C

GEAR-FLUID ISO 460 460 460 55 -25°C >220°C -15°C- +120°C
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CIBUM FOOD-SAFE GEAR OIL ISO 220-460

CIBUM FOOD-SAFE GEAR OILS are ester-synthetic gear oils with high performance additives.

Especially suitable for gear applications in food and pharmaceutical processing industries. Also, could be used for
lubrication of conveyor chains at ambient temperature.

CIBUM FOOD-SAFE GEAR OILS are miscible with mineral oils and polyalfaolefin oils. However, we still recommend
to cleaning the oil circulation system before using CIBUM FOOD-SAFE GEAR OILS for the first time. Compatible
with most seal gaskets normally used in food machinery lubrication systems. A compatibility test is always recom-
mended to be carried out. (e.g. EPDM)

PRODUCT

ISO GRADE

VISCOSITY @40°C (cSt)

VISCOSITY @100°C (cSt)

POUR POINT

FLASH POINT

REC. WORKING TEMP.

FOOD-SAFE GEAR OIL 220

220

212.5

37.1

-25°C

>250°C

-15°C- +150°C

FOOD-SAFE GEAR OIL 320

320

306.8

49.1

-22°C

>250°C

-15°C- +150°C

FOOD-SAFE GEAR OIL 460

460

454

58.2

-18°C

>250°C

CIBUM FLUID ISO 32, 100 & 220

CIBUM FLUIDS are based on synthetic oils and polymers with high performance additives.

-10°C - +150°C

Especially suitable for very low temperature applications in food and pharmaceutical processing industries. With a
wide temperature range plus excellent oxidation stability which result in extended lubrication intervals thus redu-
cing operating costs in hydraulic systems.

It could be applied by using immersion, immersion circulation or injection. Also possible be applied by brush or

drip feed lubrication for chains applications.

PRODUCT

ISO GRADE

VISCOSITY @40°C (cSt)

VISCOSITY @100°C (cSt)

POUR POINT

FLASH POINT

REC. WORKING TEMP.

CIBUM FLUID ISO 32

32

325

6.8

-55°C

>210°C

-45°C - +135°C

CIBUM FLUID ISO 100

108

15.4

-50°C

>210°C

-45°C - +135°C

CIBUM FLUID ISO 220

218

25.9

-40°C

>250°C

-35°C- +125°C
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CIBUM SPECIAL FLUIDS

DIVIDER OIL FG

FOOD-GRADE RELEASE AGENT

CIBUM FG 300 HTP & 500 HTP

EHT CHAIN OIL ISO 68

FOOD-GRADE HD CHAIN OIL 150 - 350
FOOD-GRADE MFL 3H FLUID
FOOD-GRADE SUGAR DISSOLVING OIL
FOOD GRADE ALL-IN-ONE LUBRICANT
PURA-S170 3H & PURA-S340 3H
PURA-TORQUE FG

PURA-TORQUE FG HD

FLUID FG HD 150
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CIBUM DIVIDER OIL FG

CIBUM DIVIDER OIL FG is a clear yellowish 3H approved oil that has been developed for use in medium to large
scale bakery plant as a lubricating oil for bread dough divider blades and pistons, slicer blades and dough hoppers.

CIBUM DIVIDER OIL FG is designed for minimal dough loss and does not stick to the pistons and the blades, which
can cause unprecise dough size.

CIBUM DIVIDER OIL FG is developed for food contact and does not content any mineral oils to be able to meet the
EU Commission Recommendation 2017/84 of 16 January 2017.

PRODUCT ISO GRADE | VISCOSITY @40°C (cSt) | VISCOSITY @100°C (cSt) | POUR POINT FLASH POINT REC. WORKING TEMP.

DIVIDER OIL FG 22 . -18°C 312°C 0°C - +80°C

CIBUM FOOD-GRADE RELEASE AGENT

CIBUM FOOD-GRADE RELEASE AGENT is formulated to provide pasta and dough from sticking to surfaces made
of metal, wooden or plastic materials.

In addition, it performs as a protective anti-rust film on metal surfaces and as a "light lubricant" where there is a
very high possibility of contamination with food products. Even as a release agent at high temperature applicati-
ons the product out-perform most of the other products on the marked.

This special formulated product first starts flashing of at 330° C and keeps the treated surface safe until appx. 300°
C. CIBUM FOOD-GRADE RELEASE AGENT has excellent oxidative stability and the product is 100% biodegradable.

PRODUCT ISO GRADE | VISCOSITY @40°C (cSt) | VISCOSITY @100°C (cSt) | POUR POINT | FLASH POINT | REC. WORKING TEMP.

FOOD-GRADE RELEASE AGENT 32 38.9 . -18° -10°C - +250°C
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CIBUM FG 300 HTP & 500 HTP

CIBUM FG 300 HTP and 500 HTP Oils are unique Ester based Food-Grade lubricants for high temperatures. The
special combination of synthetic esters along with the special additive package helps to eliminate accumulation
of hard carbon solids, which create maintenance clean-up problems and downtime.

CIBUM FG 300 HTP and 500 HTP reduces wear, rust, oxidation and corrosion. CIBUM FG 300 HTP and 500 HTP
Oils extends equipment lifetime and reduces maintenance costs.

Due to the low volatility CIBUM FG 300 HTP and 500 HTP Oils provide substantially longer lubrication intervals,
reduces lubrication consumption, produces less smoke and has no bad odors. CIBUM FG 300 HTP and 500 HTP
oils additive package is designed to self-clean, and the high base oil viscosity helps to keep a lubricating film for a
maximum period.

PRODUCT ISO GRADE | VISCOSITY @40°C (cSt) | VISCOSITY @100°C (cSt) | POUR POINT | FLASH POINT REC. WORKING TEMP.

FG 300 HTP 320 298 30.81 - 308°C +150°C - +285°C

FG 500 HTP 460 504.8 41.18 - 336°C +225°C-+345°C

CIBUM EHT CHAIN OIL 68

CIBUM EHT CHAIN OIL 68 is a unique synthetic ester-based Food-Grade lubricant with a unique synthetic Food-
Grade White Graphite. This combination allows lubrication at extreme high temperatures up to over 1000°C.

The base oils are carefully chosen, to be able to evaporate clean without leaving any residue, than the White Gra-
phite. These vegetable esters are 100% free for VOCs.

This product is designed to penetrate the chain at operation temperature, leaving a solid lubricant into the links,
pins and rollers of different size chains, and medium slow to fast evaporate (depending on the viscosity and tem-
perature in use) clean.

PRODUCT ISO GRADE | VISCOSITY @40°C (cSt) | VISCOSITY @100°C (cSt) | POUR POINT | FLASH POINT | REC. WORKING TEMP.

EHT CHAIN OIL 68 100 96 17.30 -25°C - +150°C - +500°C
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CIBUM FOOD-GRADE HD CHAIN OIL 150 & 350

CIBUM FOOD-GRADE HD CHAIN OILS are carefully selected vegetable esters in combination with an additive sy-
stem and synthetic polymer technology to provide exceptional wear and corrosion protection.

CIBUM FOOD-GRADE HD CHAIN OILS provides excellent water washout resistance , and has a superior corrosion
protection, even in low PH-value environment. CIBUM FOOD-GRADE HD CHAIN OILS are especially useful in food
productions with acid problems, due to contact with fruits and vegetables.

CIBUM FOOD-GRADE HD CHAIN OIL 350 is specially made for the challenges in and around tomato pasteurizers.
CIBUM FOOD-GRADE HD CHAIN OILS have an ultimate biodegradation within 28 days in aerobic aquatic biode-
gradation of lubricant (DIN EN ISO 14593 and ASTM D5864).

PRODUCT ISO GRADE | VISCOSITY @40°C (cSt) | VISCOSITY @100°C (cSt) | POUR POINT | FLASH POINT | REC. WORKING TEMP.

FOOD-GRADE HD CHAIN 150 142 27 -27°C >250°C -10°C-+120°C
OIL 150

FOOD-GRADE HD CHAIN -22° -10°C - +140°C
OIL 350

CIBUM FOOD-GRADE MFL 3H FLUID

CIBUM FOOD-GRADE MFL 3H FLUID is a multi-functional vegetable-based lubricant, with a high content of high-
oleic Sunflower-Oil and a unique formulation with the highest quality ingredients that comply with FDA regulati-
on §27 for 3H applications.

CIBUM FOOD-GRADE MFL 3H FLUID is formulated to perform in hydraulic systems, in gear drives, oil-lubricated
bearings, high-speed spindle applications, on chains and as a general lubrication which require a 3H Lubricant.
The extreme high viscosity index improves the thermal shear stability of the lubricant and increases the fluid film
protection.

CIBUM FOOD-GRADE MFL 3H FLUID is nontoxic, biodegradable and environmentally responsible. CIBUM FOOD-
GRADE MFL 3H FLUID can be used as biodegradable oils in marine, agriculture, animal feed and food processing
plants.

PRODUCT ISO GRADE | VISCOSITY @40°C (cSt) | VISCOSITY @100°C (cSt) | POUR POINT | FLASH POINT | REC. WORKING TEMP.

FOOD-GRADE MFL 3H FLUID 46 44.80 8.9 -18° -10°C - +150°C
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CIBUM FOOD-GRADE SUGAR DISSOLVING OIL

CIBUM FOOD-GRADE SUGAR DISSOLVING OIL is a premium high-performance light lubricant for chains, slides
etc. in a sugar content environment.

CIBUM FOOD-GRADE SUGAR DISSOLVING OIL is a vegetable ester and contains no MOSH and MOAH, it binds
minimal dust and is therefore optimal for use in packaging machineries or similar machineries where dust, paper
residue or other dust particles binds to bushing, chains, guides or similar applications.

CIBUM FOOD-GRADE SUGAR DISSOLVING OIL gives outstanding performance where regulations will not allow
the use of ordinary industrial lubricants. CIBUM FOOD-GRADE SUGAR DISSOLVING OIL is perfect for cleaning
sugar exposed mechanical parts from sugar reidues.

PRODUCT ISO GRADE | VISCOSITY @40°C (cSt) | VISCOSITY @100°C (cSt) | POUR POINT | FLASH POINT REC. WORKING TEMP.

FOOD-GRADE SUGAR 32 33.6 5.8 -10°C 148°C 0°C-+60°C
DISSOLVING OIL

CIBUM FOOD-GRADE ALL-IN-ONE LUBRICANT

CIBUM FOOD-GRADE ALL-IN-ONE LUBRICANT is a premium high-performance penetrating multi-application oil.
CIBUM FOOD-GRADE ALL-IN-ONE LUBRICANT is useful as a light lubricant where a thin penetrating oil is requi-
red.

CIBUM FOOD-GRADE ALL-IN-ONE LUBRICANT is a vegetable ester and contains no MOSH and MOAH, it binds
minimal dust and is therefore optimal for use in packaging machineries or similar machineries where dust, paper
residue or other dust particles binds to bushing, chains, guides or similar applications.

CIBUM FOOD-GRADE ALL-IN-ONE LUBRICANT gives outstanding performance where regulations will not allow
the use of ordinary industrial lubricants.

PRODUCT ISO GRADE | VISCOSITY @40°C (cSt) | VISCOSITY @100°C (cSt) | POUR POINT | FLASH POINT | REC. WORKING TEMP.

FOOD-GRADE ALL-IN-ONE - -30° -20°C-+60°C
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CIBUM PURA-5170 3H & PURA-S340 3H

CIBUM PURA-S170 3H & CIBUM PURA-S340 3H are medicinal grade white mineral oils which can be used in a varie-
ty of food- and pharmaceutical applications subject to the applicable laws and regulations in each country.

CIBUM PURA-S170 3H & CIBUM PURA-S340 3H are highly refined, and have superior color stability, and they are
both odor- and tasteless. They meet the purity requirements of the International Pharmacopoeias specifications as
US Pharmacopoeia/National Formular, USP 34/NF 29, European Pharmacopoeia, most recent edition, and US FDA,
21 CFR 172.878 and 21 CFR 178.3620(a).

CIBUM PURA-S170 3H & CIBUM PURA-S340 3H are acceptable for lubricant with incidental Food Contact (H1) for
use in and around food processing areas. They are also acceptable for use as a Release Agent (3H) on grills, ovens,
loaf pans, chopping boards, boning benches or other hard surfaces in contact with meat and poultry food products
to prevent food from adhering during processing.

PRODUCT VISCOSITY @40°C (cSt) | VISCOSITY @100°C (cSt) | POUR POINT | FLASH POINT REC. WORKING TEMP.

PURA-5170 3H 37.7 6.2 -15°C 200°C -5°C-+80°C

PURA-S340 3H 67.2 8.7 -11°C 238°C -8°C-+85°C

CIBUM PURA-TORQUE FG

CIBUM PURA-TORQUE FG is a semi-synthetic based lubricant with synthetic polymer system to provide superior
wear and corrosion protection in food- and beverage- industry machinery applications.

CIBUM PURA-TORQUE FG is the ideal multi-purpose lubricant for food processing applications, with the highest
performance on chains, overhead-chains, in gearboxes and high-speed oil lubricated seamers. The exceptional
formulation ensures a strong lubricating film with minimal drip for perfect protection of rollers, cams, slides and
chains at most speeds.

CIBUM PURA-TORQUE FG is compatible with most mineral oils, synthetic oils and seals (is not compatible with
poly-glycol based lubricants).

PRODUCT ISO GRADE | VISCOSITY @40°C (cSt) | VISCOSITY @100°C (cSt) | POUR POINT | FLASH POINT | REC. WORKING TEMP.

PURA-TORQUE FG 150 151.0 . -22° -10°C - +100°C
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CIBUM PURA-TORQUE FG-HD

CIBUM PURA-TORQUE FG-HD is a semi-synthetic based lubricant with synthetic polymer and PTFE system to provide
superior wear and corrosion protection in food- and beverage- industry machinery applications.

CIBUM PURA-TORQUE FG-HD is the ideal multi-purpose lubricant for food processing applications, with the highest
performance on chains, high temperature chains, and high-loaded chains in sterilizers and pasteurizers. The exceptio-
nal formulation ensures a strong lubricating film with minimal drip for perfect protection of rollers, cams, slides, and
chains at most speeds.

CIBUM PURA-TORQUE FG-HD is compatible with most mineral oils, synthetic oils, and seals (is not compatible with
poly-glycol based lubricants).

PRODUCT ISO GRADE | VISCOSITY @40°C (cSt) | VISCOSITY @100°C (cSt) | POUR POINT | FLASH POINT REC. WORKING TEMP.

PURA-TORQUE FG-HD 460 460.0 68.0 -22°C 256°C -15°C-+135°C

CIBUM FLUID FG-HD 150

CIBUM FLUID FG-HD 150 is a superior formulated performance chain and rail oil for medium high temperature
applications in ovens and dryers.

CIBUM FLUID FG-HD 150 is designed to provide outstanding benefits in terms of efficiency lubrication and
equipment protection.

CIBUM FLUID FG-HD 150 is a fully synthetic, polyakylene glycol (PAG) lubricant which comply with 21 CFR
178.3570 by the US Food and Drug administration for lubricants with incidental contact.

PRODUCT ISO GRADE | VISCOSITY @40°C (cSt) | VISCOSITY @100°C (cSt) | POUR POINT | FLASH POINT | REC. WORKING TEMP.

FLUID FG-HD 150 150 152.0 26.5 -33°C 265°C -20°C- +175°C
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CIBUM GREASES

BEP-120 FG-2
POLY-SYNTH FG-2
PURA-LEX 3H
GELU-TUTIS FG
BAT-280 FG-00
BAT-600 FG2
ICTUS AQUA




CIBUM

High performance lubricants

CIBUM BEP-120 FG-2

CIBUM BEP-120 FG-2 is a calcium sulphonate complex thickened lubricating grease based on synthetic oils. Cl-
BUM BEP-120 FG-2 contains antioxidants and corrosion inhibitors. The product does not contain conventional EP
and AW-additives since they are built in as an integral part of the soap structure.

The functional soap and synthetic oil blend gives the product excellent load carrying capacity making it suitable
for heavily loaded applications at a wide temperature range. The grease also has superb mechanical stability,
good corrosion protection and excellent water resistance.

CIBUM BEP-120 FG-2 is a modern high-performance product suitable for food industries where lubricants may
have incidental contacts with food stuff. It is recommended for bearings operating under heavy loaded and wet
conditions at medium speeds over a wide temperature range.

PRODUCT THICKENER BASE FLUID VISCOSITY @40°C (cSt) REC. WORKING TEMP.

BEP-120 FG-2 Calcium Sulfonate Complex Synthetic Oil-Blend 104 -40°C - +145°C

CIBUM POLY-SYNTH FG-2

CIBUM POLY-SYNTH FG-2 is a polymer thickened lubrication grease based on a full-synthetic base oil. The grease
contains antioxidants, corrosion inhibitors, excellent E.P. and Antiwear additives. CIBUM POLY-SYNTH FG-2 has
excellent compatibility with other lubricating grease technologies and additives. The grease is engineered specifi-
cally for food processing and packaging machinery.

CIBUM POLY-SYNTH FG-2 is very resistant to water and may be used as open or enclosed gear grease. This pro-
duct provides superior high speed performance and good adhesion properties. The product is engineered to car-
ry load, protect against corrosion, and work in extreme environments exposed to salt water, cleaning agents and
other contaminants. This performing grease is especially performing in industries like beverage, dairies, fish- and
meat processing and protein- and bakery industries.

PRODUCT THICKENER BASE FLUID VISCOSITY @40°C (cSt) REC. WORKING TEMP.

POLY-SYNTH FG-2 Polymer Blend Synthetic Oils 115 -25°C-+115°C
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CIBUM PURA-LEX 3H

CIBUM PURA-LEX 3H is a food-grade grease developed to meet the demanding lubrication requirements of most
types of food-processing equipment. CIBUM PURA-LEX 3H is a silicate thickened lubricant based on a special FDA
-approved 3H fluid and additive package.

CIBUM PURA-LEX 3H is neutral in odour and taste. CIBUM PURA-LEX 3H is specifically designed to be clear and
translucent to minimize the visual impact if incidental contact occurs on the product or the packaging.

CIBUM PURA-LEX 3H is also acceptable for use as a Release Agent on grills , ovens, loaf pans, boning benches,
chopping boards, meat grinder, or other hard surfaces in contact with meat and poultry food products to prevent
food from adhering during processing.

PRODUCT THICKENER BASE FLUID VISCOSITY @40°C (cSt) REC. WORKING TEMP.

PURA-LEX 3H Silica Gel 3H Special Fluid 99 -15°C-+90°C

CIBUM GELU-TUTIS FG

CIBUM GELU-TUTIS FG is a state of the art Aluminum-Complex thickened lubrication grease specially developed
for freezer applications. The combination of synthetic oil blend and high- performance load-carrying and anti-
corrosion additives ensures a proper lubrication both during freezing, but also, due to the unique combination
with the thickener system, during defrosting/steam-cleaning of the freezer.

CIBUM GELU-TUTIS FG has extreme good water resistance, corrosion-protection, and oxidation performance.

CIBUM GELU-TUTIS FG can be applied by grease gun or works perfectly in automatic lubrication systems thanks
to an extreme good pumpability.

PRODUCT THICKENER BASE FLUID VISCOSITY @40°C (cSt) REC. WORKING TEMP.

GELU-TUTIS FG Aluminum-Complex Synthetic Oils 41 -52°C-+115°C
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CIBUM BAT-280 FG-00

CIBUM BAT-280 FG-00 is a high performance, semi-fluid food machinery H1 approved grease.

CIBUM BAT-280 FG-00 is based on an aluminum complex thickener system, Food-grade synthetic oils and poly-
mer.

CIBUM BAT-280 FG-00 is suitable for a variety of bearing applications used within the food industry requiring a
NLGI 00 grease where operating conditions may include a wide temperature range, medium speeds, and high
loads. Due to the semi-fluid consistency, it can be used in low pressure, automatic, centralized lubrication sy-
stems.

PRODUCT THICKENER BASE FLUID VISCOSITY @40°C (cSt) REC. WORKING TEMP.

BAT-280 FG-00 Aluminum Complex Synthetic Oils 281 -40°C - +120°C

CIBUM BAT-600 FG2

CIBUM BAT-600 FG2 is a semi-synthetic based lubricant with synthetic polymer system in an Aluminum Complex
thickener system.

CIBUM BAT-600 FG2 is unique in slow operating, heavy-loaded food-grade open gears. Due to the strong film
strength and unique additive composition CIBUM BAT-600 FG2 provides a superior wear and corrosion protecti-
on in open gears, slow-moving slides, and rails.

CIBUM BAT-600 FG2 has an exceptional water-resistant property which is crucial in and around open applications
in food-processing-plants.

PRODUCT THICKENER BASE FLUID VISCOSITY @40°C (cSt) REC. WORKING TEMP.

BAT-600 FG2 Aluminum-Complex Semi-Synthetic 545 -20°C - +150°C
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CIBUM ICTUS AQUA

CIBUM ICTUS AQUA is a silicate thickened lubricating grease especially developed for expansion valves, water
pumps and water taps.

CIBUM ICTUS AQUA is suitable for both food industries and tap water-equipment industry.

CIBUM ICTUS AQUA is EPDM compatible H1 grease and recommended for seals, low-loaded bearings, valves and
water pumps needing a silicone grease.

CIBUM ICTUS AQUA is certified according to positive list (contact with water intended for human consumption)
under N° 15 CLP LY 011, USDA/FDA H1, CLP and ACS. CIBUM ICTUS AQUA is certified HALAL and KOSHER .

PRODUCT THICKENER BASE FLUID VISCOSITY @40°C (cSt) REC. WORKING TEMP.

ICTUS AQUA Silicate Gel Silicone Oil 700 -52°C - +155°C
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V-PARTS CLEANER AND DEGREASER
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CIBUM V-PARTS CLEANER AND DEGREASER

CIBUM V-PARTS CLEANER AND DEGREASER is a specially formulated, vegetable-based ester that is a safe im-
provement over petroleum solvents for cleaning parts and equipment in food processing plants. The product is
safe, nonflammable and vegetable based, which contains no hazardous Volatile Organic Compounds (no VOCs
according to CARB).

CIBUM V-PARTS CLEANER AND DEGREASER is especially suitable for Food Manufacturing and Agriculture as an
all-purpose cleaner for Bearings, Bolts, Wire Ropes, Chains, Rails, Machinery tools, Hand Tools, Metal Surfaces
and more.

PRODUCT COLOR BASE FLUID VISCOSITY @40°C (cSt) REC. WORKING TEMP.

V-PARTS CLEANER AND DEGREASER | Clear Yellowish Vegetable Esters 4.0 -10°C - +60°C

Every lubricant change should be preceded
by a CIBUM expert for each application.
Only then the best lubricant system can be
selected. Experienced CIBUM engineers
would gladly advise on products for the
application in question and also on our full
range of lubricants.

Contact

Cibum Lubricants
Erritsoe Mollebanke 10
7000 Fredericia
Denmark
Phone + 45 36981899
Web: ciblub.dk
Mail: mail@ciblub.dk 20





