
PRODUCT DESPRIPTION 

CIBUM BAT-280 FG-00 is a high performance, semi-fluid food machinery 

H1 approved grease. CIBUM BAT-280 FG-00 is based on an aluminum 

complex thickener system, Food-grade synthetic oils and polymer.  

CIBUM BAT-280 FG-00 is suitable for a variety of bearing applications 

used within the food industry requiring a NLGI 00 grease where opera-

ting conditions may include a wide temperature range, medium speeds, 

and high loads. Due to the semi-fluid consistency, it can be used in low 

pressure, automatic, centralized lubrication systems.  

CIBUM BAT-280 FG-00 is registered under No. Xxxxxx at NSF according to 

H1 regulations for lubricants with incidental food contact.  

Allergen letter is available according to EU 1169/201, BAT-280 FG-00 

does not contain genetically modified ingredients (GMO) or hydrogena-

ted fats. CIBUM BAT-280 FG-00 is suitable for Kosher applications and for 

Halal applications.  

CIBUM BAT-280 FG-00 is acceptable for incidental Food Contact (H1) and 

meets the requirements FDA § 27 of Article 21 CFR 178.3570. CIBUM BAT-

280 FG-00 meets the European Parliament and Council Regulation (EC) No 

1935/2004 of 27 October 2005, as Decree No 502 of 19 August 2005. 

CIBUM BAT-280 FG-00 does not content any mineral oils to be able to 

meet the EU Commission Recommendation 2017/84 of 16 January 2017.  
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CIBUM BAT-280 FG-00 

 
T E C H N I C A L  D AT A S H E E T  

Excellent resistance to shock loads 

TECHNICAL DATA   

Thickener   Aluminum Complex  

Base Fluid  Synthetic oils 

Texture  Smooth 

Color Visual  White 

NLGI Grade ASTM D217 00 

Dropping point IP 396 > 170°C  

Base Oil Viscosity at 40° C ASTM D7152 281 cSt 

Base Oil Viscosity at 100° C  ASTM  D7152 32 cSt 

Penetration 60 strokes ISO 2137 400 - 430 

4-Ball Weld load ASTM D 2596 370 kg 

Density IP 530 920 kg/m3 

Recommended Temperature Range  -40°C to +120°C 

(short term 130°C) 

GRADE 

Excellent water resistance 

Good load carrying capacity 

Shelf life:  3 years from date of manufacture, Batch coding durability are printed on label to each unit.  

Storage: Store unopened in 5° - 20°C, must be stored dry and away from products with odors. 
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