TECHNICAL DATASHEET

CIBUM FOOD-SAFE HD-8805

PRODUCT DESCRIPTION

CIBUM FOOD-SAFE HD-8805 is a synthetic Hi Viscosity Heavy Duty
Lubricant.

CIBUM FOOD-SAFE HD-8805 is specially designed for lubrication of
high-loaded slow-moving applications as gears or bearings requiring
extra protection.

The synthetic base fluids in combination with a special additive
package provides extended lubrication life and a unique protection
against wear, rust, and corrosion.

CIBUM FOOD-SAFE HD-8805 is registered under No. 167571 at NSF

according to H1 regulations for lubricants with incidental food contact.

Allergen letter is available according to EU 1169/201, CIBUM FOOD-
SAFE HD-8805 does not contain genetically modified ingredients
(GMO), or hydrogenated fats.

CIBUM FOOD-SAFE HD-8805 is suitable for Kosher applications and for
Halal applications. CIBUM FOOD-SAFE HD-8805 is acceptable for inci-
dental Food Contact (H1) and meets the requirements FDA § 27 of
Article 21 CFR 178.3570. CIBUM FOOD-SAFE HD-8805 meets the Euro-

pean Parliament and Council Regulation (EC) No 1935/2004 of 27 Octo-

ber 2005, as Decree No 502 of 19 August 2005. CIBUM FOOD-SAFE HD-
8805 does not content any mineral oils to be able to meet the EU

Commission Recommendation 2017/84 of 16 January 2017.
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Shelf life: 3 years from date of manufacture, Batch coding durability are printed on label to each unit.

Storage: Store unopened in 0° - 40°C, must be stored dry and away from products with odors.
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TECHNICAL DATA

Base Oil Synthetic Oil
Color Visual Clear - Yellowish
Density 1S0 12185 1075 kg/m3

150 Grade ASTM 1000

Viscosity Index 150 2909 > 1200

Base Ol Viscosity at 40° C 150 3104 908.0 ¢St
Base il Viscosity at 100° C 1S0 3104 95.3 ¢St

Flash Point 150 2592 >1298°(

Pour Point 150 3016 <-14°(
Copper Corrosion 1S0 2160 1a(3h/100°C)

4-Ball Wear Scar ASTM D4172  0.29

Recommended Temperature Range 0°Cto + 190°C
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