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PRODUCT DESCRIPTION TECHNICAL DATA
Base Fluid Semi-Synthetic
CIBUM PURA-TORQUE FG-DT is a semi-synthetic based lubri-  Color Visual Transparent

cant with synthetic polymer and detergent system to provide

. . L Base Oil Viscosity at 40° ( ASTM D7152 99.0 ¢St
superior wear and corrosion protection in food- and bever-
age- industry machinery applications. Base Oil Viscosity at 100° C ASTM D7152 14.6 ¢St
CIBUM PURA-TORQUE'FG-DT is thg ideal !nultl-pu.rpose lubri- Tisaactiy el ASTM D2270 ~150
cant for food processing applications, with the highest per-
formance on chains, overhead-chains, in gearboxes and high ~ Pour Point 150 3016 -18°C
-speed oil lubricated seamers. The 'exce;')ﬁ'onul fo.rmulution Flash Point 150 2592 >990°C
ensures a strong lubricating film with minimal drip for per- o X
fect protection of rollers, cams, slides and chains at most Fire Point ASTM D92 >270°C
speeds. 4-Ball Wear, Scar Diameter 150 20623 0.31 mm
CIBUM PURA-TORQUE FG-DT is miscible with mineral oils and
Polyalphaolefins oils, ifs also compafible with most seal and  4-Ball Weld Load ASTM D2783 >1200 kg
gaskets, which normally would be used in lubrication sys- FIG test - Fail Stage DIN 51354-2 >19
tems. )
CIBUM PURA-TORQUE FG-DT is registered under No. 168085  Copper Corrosion 150 2160 120
at NSF according to H1 regulations for lubricants with inci- Recommended Temperature Range -15°Cto +110°C

dental food contaci.

CIBUM PURA-TORQUE FG-DT do not contain genetically modified ingredients (GMO), or hydrogenated fats. CIBUM PURA-TORQUE FG-DT is suitable
for Kosher applications and for Halal applications. CIBUM PURA-TORQUE FG-DT is acceptable for incidental Food Contact (H1) and meets the re-
quirements FDA § 27 of Article 21 CFR 178.3570. CIBUM PURA-TORQUE FG-DT meet the European Parliament and Council Regulation (EC) No

1935/2004 of 27 October 2005, as Decree No 502 of 19 August 2005.

Superior Wear- And Corrosion Protection

Cibum Lubricants

e Stokagervej 8E
8240 Risskov
CHAIN LINEAR Denmark
CONVEYOR GUIDES
Phone + 45 36981899
Web: cibum-lubricants.com
Shelf life: 3 years from date of manufacture, Batch coding durability are printed on label to each unit. Mail: mail @cibum-lubricants.com

Storage: Store unopened in 0° - 40°C, must be stored dry and away from products with odors.



