
PRODUCT DESCRIPTION 

CIBUM COMPTEC 140 FLUSH is a specially formulated PAO-based flush 

oil designed for cleaning compressors in the food and pharmaceutical 

industries. It is used during maintenance procedures to remove  

contaminated oils or when converting from conventional industrial 

lubricants to food-grade lubricants. 

The formulation contains detergents that effectively dissolve varnish, 

sludge, and other residues inside the compressor system. 

  

Directions for use: 

  

1. Drain the compressor of the used oil as completely as possible. 

2. Fill with CIBUM COMPTEC 140 FLUSH and operate the compressor 

for 25–50 minutes. 

3. Replace the oil filter and separator filter. 

4. Drain as completely as possible. 

5. Refill with the designated compressor lubricant. 

  

Compatibility: 

Suitable for compressors operating with PAO, PAO/AN, PAO/ESTER, 

Mineral, Mineral/AN or Mineral/Ester oils. 

Not compatible with polyalkylene glycol (PAG) oils. For PAG-based 

systems, use CIBUM COMPTEC 155 FLUSH FLUID. 

CIBUM COMPTEC 140 FLUSH is registered at NSF according to H1 regu-

lations for lubricants with incidental food contact. CIBUM COMPTEC 

140 FLUSH is manufactured in an ISO 21469 certified facility. 
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Effectively Dissolve Varnish, Sludge  ans other residues 

FOOD 
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Shelf life: 5 years from date of manufacture, Batch coding durability are printed on label to each unit.  

Storage: Store unopened in 5° - 20°C, must be stored dry and away from products with odors. 

TECHNICAL DATA   

Base Oil  Synthetic blend 

Colour Visual Yellowish 

Density ISO 12185 835 Kg/m3 

ISO Grade ASTM 46 

Viscosity Index ISO 2909 > 120 

Base Oil Viscosity at 40°C ISO 3104 49,6 cSt 

Base Oil Viscosity at 100° C  ISO 3104 8,1 cSt 

Flash Point ISO 2592 > 250° C 

Pour Point ISO 3016 -40° C 

Copper Corrosion (3h/100°C) ISO 2160 1a (3h/100°C) 

RPVOT ASTM D2272 > 1000 min 

Recommended Temperature Range  -30°C to + 120°C  
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